
Quantity 1  Material 2  Gauge
Hood Dimensions 3  Number

of Lights
4  Factory Cut Exhaust Opening
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 4  Factory Cut Supply Opening 5  Filters
6  Finish Other

Options Tag
UU XX YY ZZ Type Material Quantity Size
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KSI-100 SINGLE ISLAND
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Cover 
Plate

1" 1-5/8"
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Full Length
Perforated Metal 
Air Distribution Plate

Fully Insulated Supply Air Plenum 
1" Thick 3# Density Foil Faced Insulation

Grease Cup
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W
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Hanger Brackets 
For 1/2" Dia. Threaded Rods
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1"

1"
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Min.J.B.
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Fire 
Damper

Fire 
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Hanger Brackets 
For 1/2" Dia. Threaded Rods

X X
16" *
Max.

X X

X X
X X

16" *
Max.

X

1/2 L

UU

* OPENING SIZES MAY NEED TO BE REDUCED ON HOODS LESS THAN 72" WIDE.

Optional
Switch 
Package 

Optional
Switch 
Package 

J.B.

1-5/8"
Min.

X X
16" *
Max.

Supply

Exhaust Exhaust

Supply Supply

Supply

3"

3/4" Flange

Adjustable 
Supply Air Nozzle

17-5/8" 
Max. 

17-5/8" 
Max. 

17-5/8" 
Max. 

17-5/8" 
Max. 

DETAIL
BRACKET

1"

1"

1/2"

  6  #3 polish standard.
  7  Optional exhaust air fire damper.
  8  Standard supply air fire damper.
  9  Optional supply air collar balancing damper.
  10    Optional switch package with flush mounted stainless steel cover and
       junction box on top of hood.  (Fan switch with illuminated toggle).
      o Hood mounted          o Loose for wall mounting
           Number of light switches _____
           Number of fan switches _____ Voltage _____ 115V _____ 24V

1	 Type 304 or 430 stainless steel.
2	 18 ga. is standard: other gauges available.
3	 Standard is 100 watt vapor proof incandescent U.L. Listed
   	for use on grease exhaust hood.
4 	2 sets of collars required on hood sections over 12' long.
5	 Aluminum baffle type U.L. Classified filters standard.

	              o   Without Exhaust Fire Damper
	                o   With Exhaust Fire Damper

To maintain our policy of continuous product development, we reserve the right to change prices, specifications, ratings and dimensions without notice or obligation.

Project Location

Engineer KEES INCORPORATED
400 S. Industrial Dr.
Elkhart Lake, WI 53020
Phone: (920) 876-3391
Fax: (920) 876-3065
Website: www.kees.com

Architect Dwg. No. SD-KSI-100
SINGLE IS.

Contractor Date 12/17 K E E S
BENDING  METAL  • SCULPTING AIR
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